
SR-SERIES - SAE LIGHT BARS

SR SERIES – SAE LIGHT BAR

SPECIFICATIONS

DIMENSIONS

PRODUCT WEIGHT

5.3 LBS 7.4 LBS20” BAR 30” BAR

FEATURES

RIGID's SAE Compliant Lights were developed specifically for dust, fog, and other low-visibility conditions while 

being legal for use on the street. The ability to toggle between Amber or White lighting gives you the ability to 

select the optimal lighting for your driving conditions. Own the Night with RIGID's LED lighting.

• SAE J583 Compliant
• 50,000+ Hour Lifespan
• 9-36 VDC
• Durable UV Polyester Powder Coat
• Pressure Equalizing Vent

20 INCH SAE LIGHT BAR
AMBER BACKLIT 920414  |  WHITE BACKLIT  920413

30 INCH SAE LIGHT BAR
AMBER BACKLIT 930414  |  WHITE BACKLIT 930413

D

B

C

E

F

A

SR-SERIES PRO A B C D E F

SR-Series PRO 20” 1.75 3 23 21.5 24 2.7

SR-Series PRO 30” 1.75 3 33 31.5 34 2.7

SIZE
PART

NUMBER
WT

(LBS.) WATTS
AMP DRAW 
@ 14VDC LEDS

PRO RAW
LUMENS

LUX @
10M

M @
1 LUX

**PEAK BEAM 
INTENSITY (cd)

DRIVING AUXILARY HIGH BEAM **Distance with .25 lux and Peak Beam Intensity are tested using ANSI/NEMA FL standards

20” 920413 4.7 95 6.8 28 8253 342.63 185.1 34263

30” 930413 6.7 180 12.9 48 14148 745.5 273 74555


